Cross sectional ’_\‘0 of wires x Ins.ulation Sheath thickness Overall diameter Weight Approx.
area Nom. diameter Nom. thickness
mm? mm mm mm mm kg/km
3x2.5 50x0.25 0.8 1.8 11.8 204
3x4 56x0.30 1.0 1.8 12.7 270
3x6 84x0.30 1.0 1.8 14.0 360
3x10 80x0.40 1.0 1.8 16.8 540
3x16 126x0.40 1.0 1.8 19.0 756
3x25 196x0.40 1.2 1.8 26.0 1350
4x1.5 30x0.25 0.8 1.8 11.3 185
4x2.5 50x0.25 0.8 1.8 124 246
4x4 56x0.30 1.0 1.8 13.8 325
4x6 84x0.30 1.0 1.8 15.2 425
4x10 80x0.40 1.0 1.8 18.4 670
4x16 126x0.40 1.0 1.8 20.8 950
4x25 196x0.40 1.2 1.9 29.0 1670
5x1.5 30x0.25 0.8 1.8 12.3 226
5x2.5 50x0.25 0.8 1.8 13.5 300
5x4 56x0.30 1.0 1.8 15.0 434
5x6 84x0.30 1.0 1.8 16.6 564
5x10 80x0.40 1.0 1.8 20.4 845
5x16 126x0.40 1.0 1.8 23.6 1190
5x25 196x0.40 1.2 1.9 324 2110

I e uls
CU/PVC/PVC

Scerm Cables (PE) / A-2Y(ST) 2Y

Standard TCl & VDE 0815,ASTM D4565

Rated Voltage : 200V

Construction : Plain Annealed Copper,

Conductor Diameter 0.6 mm, Core Wrapping,
Shield Made Of Plastic-coated, Aluminum
Foil With Earth Wire Dia 0.40 mm
Insulation: PE  Sheathed : Black PE

Application : For Telephone And signal

Transmits On Or Under Plaster And Outdoors.

Scerm Cables

ol by S5y 5 il b (2lsp (Splke gl S
Slbly i8Il Ladlone idign ¢ yronhes /8 B 4 0 sl e iz 3l g0le 1 oy Losis L
e sl by e sl L sl

No. Of Sheath Overall Maxhce):isct‘;?\g: <t Insulation | Mutul Capacitance Dielectrice Strengh
Pairse Thickness | Diameter Resistance At 1000 HZ
— mm mm Q/Km GO /Km nf/km (S) (S) Kg/km

2 1 6 62 139 20 52+(.)4 3 3 30
4 1 7.4 62 139 20 52+(.)4 3 3 48
6 1 8.1 62 139 20 52+(.)4 3 3 62
8 1 8.9 62 139 20 52+()4 3 3 77
10 1 9.6 62 139 20 52+(.)4 3 3 93
15 1 11.1 62 139 20 52+(.)4 3 3 125
20 11 12.5 62 139 20 52+(.)4 3 3 168
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AHURA ELECTRIC KHORASAN CO.

ELEXIBLE CABLE

CU/PVC/PVC

Technical Information:

Base Standard:

ISIRI(607)53

ISIRI(607)52

VDE 0250

BS 6500

Code Designation:

HO5VVH2-F

300/300V

HO5VV-F

300/500V

NYMHY

Nominal Voltage : up/,

300/500V

Range Temperature :-30 to 70°C
Voltage Test : 2KV(AC)
300/500V:1500V AC

300/500-V 2000V AC

Constructorn Layer Cable : CU/PVC/PVC
Material Conductor :

Fine Copper Conductor, Class 5, acc. To IEC 60228 or ISIRI
3084 Standard

PVCInsulation : compound of PVC/D
Core Insulation colors: As Request
PVC Outer Sheath : PVC Type ST5
Application:

For connection lighting and equipment office and domestic. For
use in dry location.

Max Working Temperature : 70°C

Cross sectional No of wires x Insulation

(oyliecbl) lbansl oS s
Flexible Cable

ISIRI (607)52
ISIRI (607)53
VDE 0250
BS 6500

300/300V ; HO3VVH2-F
300500/ V ;HOSVV-F
VYMHY

300/300V; 1500V AC
300/300V; 2000V AC

o yo 3 luiline!

300/500 9 300/300 <b 5Ldg
togesl 5Wds

AL

ISIRI 3084 5 [EC 60228 5 uilil b ssllas & S oo 50l

(Caslgz 0 3l (go K5,)) PVC 5le

(ol 3o a3 5,) PVC i5g,

PVC o}:.n]: dJLC g
C,u.ub’?.)é &»Jo : ‘SM &)
PUC a5l 2lad (553 (pin

3y50 (S 5 ol Dl g (olidg) Sl sl la LS ol 0 0,8
ool oolaiul bl Sz sblie (0 90,10 Ban

area Nom. diameter Nomm. thickness Sheath thickness Overall diameter Weight Approx.

mm? mm mm mm mm kg/km

2x1.5 30x0.25 0.8 1.8 10.0 134

2x2.5 50x0.25 0.8 1.8 11.0 174

2x4 56 x0.30 1.0 1.8 12.0 221

2x6 84 x0.30 1.0 1.8 13.2 284

2x10 80x0.40 1.0 1.8 15.8 460

2x16 126 x0.40 1.0 1.8 17.8 660

2x25 196 x0.40 1.2 1.8 254 1150

3x1.5 30x0.25 0.8 1.8 10.5 132

b AL
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Flexible Wire:

Single core, pvcinsulation, Flexible conductors
Technical Information:

Base Standard:

IEC 60227

Cable Code:

IEC 60227 06 (HO5V-K)

IEC 60227 02 (HO7V-K)

NYAF

Nominal Voltage : upy,

300/500 for conductors up to and including 1 mm?
450/750 for conductors above 1 mm?
Range Temperature :

Flexing -5 to +70°C

Flexing -30to +70°C

Voltage Test :

HO5V-K: 2KV(AC)

HO5V-K: 2.5 KV(AC)

Constructorn Layer Cable : CU/PVC
Material Conductor :

Fine Copper ACC IEC 6022.8 Class 5
PVCinsulation: Compound type of PVC/C
Application :

In dry rooms, apportus switch and distribution boards, for flixed

(cybindl) Slaes! o5 pons
Flexible Wire

: S ylusliw!
IEC 60227-3 , IRISI 607-3 &z
ISIRI (607) 06 oo yo o ) adaiie b ol (gl
ISIRI (607) 02 . 0 - . )
(607) fore e oo S 5l s elae s 3l s3le
IEC 6022 06 (HO5V-K)
IEC 6022 02 (HO5V-K)
: ‘501.3 )ug
TmMm? ghaiie o b sola (15, 300/500v
Tmm? 5| iy alaie mhaws 5l sola 450/~750v
toge)l 5Ly
HO7V-K:2.5 Kv (AC)
HO7V-K:2 Kv (AC)
IEC 60228-ISIRI 3084 s lasbiwl b gillao & (DS 00l LS| o 1 DS g i
C 55 PVC oyl : 33le >
S yin Sals )3 ot gale gudy ST,

installation in conduits, over and under plaster in not permited. R . N P
minimum bending radius: 5times of maximum overall diameter iy S g leyd slaghli g Y aile jo b s ol 10 gy

minimum insulation resistance at 70°C and 500v is more than 0.015 A3l oo e gy 5 JUI s b )T s ooliinl Wy, (oo IS

MQkm.

A8k (0 0015M 3l e 5500 570°C 0 sole Coaglio JBla>

Ordinary wire and cable single and twisted twin cables ( flexible ) 70°C 15 glos ,iSla
p)

Max Working Temperature : 70°C

Crosssectionl | deernom. | thickness | Overlldiameter | miston sssance | g pprox, |onssonce reanc
mm? mm mm mm MQ.km. kg/km Q/km
0.5 16 x0.20 0.6 2.2 0.013 9 39
0.75 24 x0.20 0.6 24 0.011 12 26

1 32x0.20 0.6 2.6 0.010 15 19.5
15 30x0.25 0.7 3.0 0.010 21 13.3
2.5 50x0.25 0.8 3.6 0.009 B8 7.98
4 36x0.30 0.8 4.2 0.007 48 4.95
6 84 x0.30 0.8 4.8 0.006 68 3.30
10 80x0.40 1.0 6.1 0.0056 114 1.91
16 126 x0.40 1.0 7.1 0.0046 173 1.21
25 196 x0.40 1.2 9.3 0.0044 272 0.780

s o A
(Reg:59781 (s )Cﬂ/'/ VL/U /
CAhura Etoctric R fisrasan -Es.




AHURA ELECTRIC KHORASAN CO.

st kS

Coaxial Cacle:

Technical Information:

Base Standard: JIS C-3501

Constructorn Layer Cable :

Material Conductor : JIS-C3501 FE SERPIRH L

Palin Annealed Copper CU/PE/b/PVC
CCA

Inner Conductor : Solid, STRANDED . ) o )
Dielectric Conductor : Low DENSITY PE, Foam PE Sgus pgzizagll s (Jiha) V odd Jsl e 0 NS 9 iz
Briad-Shied Material: ool b @le
Palin Annealed Copper Sgane pgainogd] = 00 T o il Cdls

Jocked Material : PVC or PE Sl 923298 0535 50 T ool (bl sl il el 20 )8
Application :

ST S o3l J 7S 6l et dlans
Radio, Community antena Tv, master antena, TV, Closed circuit TV and 2rf 9 65 oS e e
windespread use in local networks (LANS), instrumental control systems,
detector area, etc.

polie g9 5| prg—aste PVYC - meteeslly | oy ; ]
S5E s UV slansl CCAL e ¥ | T = Ol s st 1.0 e Slele
polie g5 5l os—aze PV/C . iseosll s . .
éoj é‘,’.ﬁ UVuL&T Mlﬁu)o CCA L’L)"'“ d.w) 7f Qj)g-:ﬂﬁw &».w u.l.ul L’:‘b (333 0.8 U Lw)o
pslie g5 5l Log—ame PVC R PR NPII [ L] : L
s W okl gy | 57 ol s, ot s | S Ol (S e 0.9 )lguce 29)
polie g9 5l osmase PVIC ol as Py wseiesll o3 S : L
S UV bdlansl e | P77 ol 4, SR e o Ohl (b g 0.8 pguinesl] o)
plio g5 5| pg—ase PVC .. pomelUl | S LTy s oS slios
SHE s UV ksl andl ) 0 CCA a2, ¥A 095 ot e ol S 52 06 e ok
) 5eizesl] 5 " :
PVC CCA ws,38 e | S o S ot 0.7 Lo RG-59
PVC CCA azi A7 el ol L o 07— | s reso
2 09550 (ne : 2 2Py 2%0.25 LS =
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o S 8 iglle i
Flexible HFFR

, _ Tl 50 pglie 9 558 3B (453, 5 Gale b (Ladl sla Juls
Flexible HFFR (halogen free fire resistant) Cables 0.6/1 Kv

Standard : ISIRI 3569 & BS 5469& IEC 60502 & VDE 0271 ISIRI 3569 & BS 5469& IEC 60502 & VDE 0271 :3;/usliw!
Rated Voltage : 0.6/1Kv 0.6/1kv : 5Ldg )
Construction : Copper Conductor (class 5 ), Poly O NS iz 3l golat Lol
e i v e

PP : 9 alads plp j0 polia 5,8 (yjglle s (WSg,y

5 o iy law (54t sl a8 ale diy Clalad o o LS cplio 8
35S oo 1,8 eolaiul 8 50 4i5elle 5 conw sla38 il Jdo 4 il ,aiS sle L

ground railway,airport, hospital, ship, offshore rigoriny
other public building or space.

Nocr:::;:al ;:::a:(fi Insulation S!leath (?verall Weight Max;:;:(::‘::‘”’ Curent Capacity At 25°C
Section *Dia Thickness | Thickness | Diameter 25:C

N* mmz2 mm mm mm mm Kg/km QO /Km A

2 X15 30 X 15 0.8 1.8 985 107 133 24 38
3 X15 30 X15 0.8 1.8 103 132 133 24 38
4 X15 30 X15 0.8 1.8 117 186 133 24 38
2 X15 50 X 15 0.8 1.8 107 133 798 32 50
3 X15 50 X 15 0.8 1.8 113 195 798 - 27
4 X25 50 X25 0.8 1.8 125 125 798 - 27
3 X25 56 X 25 1 1.8 136 289 495 - 34
3 X25 84 X 25 1 1.8 148 370 330 - 44

RAURARLECTRIG KRORRSRA TO. gﬁ

Flat Non Sheathed Cord Cables

( Sabl ) s Wi
Flat Non Sheathed Cord Cables @’L il

Rated Voltage : 300/300 v 03 Joil (et o0lo
Struction : 2 Conductors very D¢y o sy 2t le
fine annealed copper wire IEC 227-ISIRI 607-5 : & ylusliw!
Insul'atio_n: PVC/D inulatif)n . 300/300v : b 5Lig
Application : For connecting portable application

mechanical stresses are low appliances application 70°C : 3o (5 2,15 slod ooy 5o
for hearting appliances in not permissible S 2l Joee jo Jo BB S S flog b LU, sl i o 0,
A3l (god Jlome YU (sles jo oolaiul o)ls 3929 (oS (Sl jLid

2X0.35 11x020 0.6 24X5 175 {%
2x05 24%0.16 0.8 2755 22 i

2X0.75 32x0.16 0.8 3%6 27.5 z

8

2x1 30%0.20 0.8 2.85%6 31.5 2

2X15 30%0.24 0.8 3x6.3 41 5

2X25 50 X 0.24 0.8 36Xx7.7 62 °
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